SERIVCE MANUAL

VL' dice oy, MINUIT
UN

e —— ~

— = s
PN )
| ‘ f—'h.w /
| | s o =
!'!-_'-[-'_'——-'?E_g-'f}:e—: }

=)
<l

Endless excitements in a compact
housing.

IVLa dice Service Manual -AC 1



© 2021 ARTEFFECT SASMinuit Une

All rights reserved. Information subject to change without notice. ARTEFFECT and all affiliated
companies disclaim liability for any injury, damage, direct or indirect loss, consequential or
economic loss or any other loss occasioned by the use of, inabili ty to use or reliance on the
information contained in this document. Minuit Une, IVL LIGHTING, IVL Dice are registered
trademarks of ARTEFFECT SAS.

No part of this document may be used for distribution, reproduction, transmission, transcription,
storage in a data retrieval system, or translated into any language in any form by any means without

the prior written permission of ARTEFFECT. If you are dow nloading files from our web pages for your
personal use, make sure to check for updated versions. ARTEFFECT cannot take any liability
whatsoever for downloaded files, as technical data are subject to change without notice.

www.minuitune.com | 1 11 avenue Gaston Roussel 93230 ROMAINVILLE FRANCE
service @minuitune.com

IVLa dice Service Manual -AC



Table of Content

Important Safety Information 5
Risk Levels and AlErt SYMDOIS. ......o.uiiiiii i ettt ettt e s ebeeesba e e be e naaees 7
AV = =Y o2= 0 o) L= 8
General Safety INTOIMATION........c.uiii i ettt bttt e bt rbb e e st e ee £eessbreesbeeeanbaeeesnneeas 9
T C=Y a0 110 U= 10

IMPOrtant Laser INTOIMMATION. .........uii s ettt se bee e e st e st e et e e e sbeees teanbeeesneeeaaneeeas 11
(= o 1= | [T o e [F=To | =T o o FOS SRR 11
RS T= (= U 10301 o Y=Y o1 oY= PN 12
2: MAIN MANUFACTURER LABEL ... ..uutiiiiiiiiiiieeee e ettt et e e e e e+ e e e et e e e e e e e e e e e e e —eeeeeeeeeeae e e e e iaaes 12
2o (oY LU IS a6 I T ¢ Lo L6 ot A 13

[ 1] T=T TS (0] 14
IVL dice and Base DIMENSIONS  ....uuiiiiiiiiiiiieeeeee i e iiiis eeeee et e e e s ee st aeeeeeaeee ateteeeeeaaaaeaaesasaaaassntes oeesensnnsnnnns 14

(@ 17T V11T 15
FrONT VB s et e e e et e e e e eeete —eeeeesaiebeebeaeeeeaeeaaaaaes eteaeeeaeeeaeaeaaaaaaabbaba—es saaaaarrrrereees 15
2 T0 0] 1 MY AT SRS 15
SHUE VIBW oot cete ettt e e e e e e e e ee e —eeeeeeeeeseesteiabateresaeeees fhabbeseeeeeeeeaeaeeaeaaeaaaaaas 2eeeeeeaanaanreres 16
Y 0= (ST = 1 1S RSP SOPPSP 17
Tools, eqUIPMENt, AN ACCESSOIES .eeiiiiiiiiiiie e ettiie e e e it cettete e e e e tete e e e e sabeeeaa e taeesasteeeeesaanbeeeaeeaannbees reeeas 20
[ QN R =T o[- o I oTo] T =T od (] PR 22

Menu buttons 22
Display 22
Indicator LEDs 22
DMX connectors 22
Power Connectors 22
Adjustable mounting yoke 22

MAINTENAN CE ... o e emr e e e e et e et e et eeeamr e e e e e e ean e eans 26

TROUBLESHOOTIING. .. ettt et et et e e e e ame e e e e e e ea e eaeeaeea e eaeeasamea s s seneensennen 26
PRODUCT IS NOT EMITING LIGHT OUTPUT ..ottt eeeeete et e e s eitaaes veeeessnntnneeesssnnseeas 27
PRODUCT IS EMITTING UNUSUAL/ABNORMAL LIGHT  .ooiiiiiiiiiieee et ettt v 28
TILT PROBLEM ... ..ottt ottt ettt e ettt e e e e es —eeetate e e e e sebeaeeeeesabeees eeeeesassseeeesaasbeseeeeaases sanreeeeas 29

SERVICE OPERATLON. .o e e e am e e e e eass 30
REPLACING SPARE PARTS OPERATION.....ciii ittt eeee ettt e e ettt e e e e etaaes teeeeeeesttaeeeesassareeeeeaans .30

REP 1: REPLACING 31
DICEBOTTOMHOUSINGANDINSERT#(T1-002461) 31
REP 2: REPLACING 32
MOTHERPCBASSEMBLW(T1-000139) 32

IVLa dice Service Manual -AC 3



REP 3: REPLACING 34
DICEPOWERSUPPLMASSEMBLMT1-002789) 34
REP 4: REPLACING 36
DICETRANSPAREMIOVER(T1-001645) 36
REP 5REPLACING 38
MASKMIRRORANDFROSASSEMBLYMT1-002639) 38
REP 6REPLACING 41
DICENTERNATORCOVERMT1-002325) 41
REP 7TREPLACING 45
LATERABELTACTUATORSSEMBLMT1-000935) 45
REP 8ADRESSING TERAIBELTACTUATORSSEMBIMT1-000935) 49
REP 9REPLACING 51
DICECENTRALOWERASSEMBIMT1-002787) 51
REP 10: REPLACING 56
DICEYOKE (MT-002354) 56
REP 11: REPLACING 64
H2-2-HARNESBANMT1-001921) 64
CALIBRATION ettt ettt e e et e e e e et e e e e et e et e et e et eeee e eeaee e e e et e eeeeeeeeetee e aresiaeens 67
CAL 1: 67
SET UP PLATELIBRATION 67
CAL 2: 73
TILTCALIBRATION 73
CAL 3: 77
E-GOBQCCALIBRATION 77
TESTING . ..ttt et ettt e et e e e e e et e et e et e eae e e et e et e e —ette et e e e e e e e et e et e re eree e et e e ans 81
TEST 1: 81
Test General 81
TEST 2: 85
Test Laser 85
TEST 3: 87
Test Tilt 87
TEST 4: 89
Test Tower 89
YOl VAT N R ] = 5 N I R 91
SOF 1: 91
DMX UPGRADE 91
SOF 2: 93
L0 I 2 11 L 95
CLE 1: 95
DICETRANSPARENIOVER 95
CLE 2: 97
LATERABELTACTUATORSSEMBLWMT1-000935)MASKMIRRORANDFROS'ASSEMBLY (MTI02639) 97
CLE 3: 99
DICECENTRALOWERASSEMBIMT1-002787) 99
CLE 4: 100
FIBERLASERCOLLIMATQRIT1-002474) 100
CLE 5: 101
FILTER(MTFQ02405)FAN( MT1001921) and 101
FAN( MT3001921) andHEATSINK 101
DIMX PrOOCOL. .. e e et 105
SPECIICALION. ...ttt et n b s 107
SBIVICE RBIUIN O Moo e e 1

IVLa dice Service Manual -AC 4



Important Safety Information

Thi sMserviceMManual McontainsVMinstructi on\ieebjout \h
product.

Service work must comply with local regulations and accepted codes of good practice.

Any person in charge of servicing this product shall have receive a service training by
Minuit Une and/or by an official training center recognized by Minuit Une.

Read and understand all safety information and procedure in this service manual, and
in the IVL dice user manual before servicing or cleaning this product.

Failure to respect service procedure may cause damage that is not covered by product
warranties.

Any procedure or work on the product which is not described in this manual is not
covered by product warranties.

Always turn off and disconnect the product from power before removing the plexiglas
shape or opening the  product or performing procedures of service.

Read these instructions.
Keep these instructions.

Heed all warnings.

1

2

3

4. Follow all instructions.
5 Do not use this apparatus near water.
6 Clean only with dry cloth.

7. DoMnot\Vd bl ockVanyMventilationVMopenings MIlnstal/l
instructions.

8. Do not install near heat sources such as radiators, heat registers, stoves, or other apparatus
(including amplifiers) that produce heat.

9. Do not defeat the safety purpose of the grounding  -type plug. A grounding type plug has
two blades and a third grounding prong. The wide blade or the third prong are provided for your
safety. If the provided plug does not fit into your outlet, consult an e lectrician for replacement of
the obsolete outlet.

10. Protect the power cord from being walked on or pinched particularly at plugs, convenience
receptacles, and the point where they exit from the apparatus.

11. Only use the attachment/accessories specified by the manufacturer.

12. Use only with the cart, stand, tripod, bracket, or table specified by the manufacturer, or sold
with the apparatus. When a cart is used, use caution when moving the cart/apparatus combination
to avoid injury from tip -over.

13. Unplug this apparatus during lightning storms or when unused for long periods of time.
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14. Refer all servicing to qualified service personnel. Servicing is required when the apparatus
has been damaged in any way, such as power -supply cord or plug is damaged, liquid has been
spilled, or objects have fallen into the apparatus, the apparatus has b een exposed to rain or
moisture, does not operate normally, or has been dropped.

15. Changes or modifications not expressly approved by Minuit Une could void the user's
authority to operate the equipment.

16. This equipment has been tested and found to comply with the limits for a Class A digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference when the equipment is operated i n a commercial
environment. This equipment generates, uses, and can radiate radio frequency energy and, if not
installed and used in accordance with the instruction manual, may cause harmful interference to

radio communications. Operation of this equipment in a residential area is likely to cause harmful
interfere nce in which case the user will be required to correct the interference at his own expense.

17. The normal function of the product may be distributed by strong electromagnetic
interference. If so, simply reset the product to resume normal operation by following the
instruction manual.

Risk Levels and Alert Symbols

Safety warnings, safety alert symbols, and signal words in these instructions indicate different risk
levels.

DANGER indicates an imminent hazardous situation which, if not avoided,
will result in death or serious injury.

WARNING indicates a potentially hazardous situation which, if not avoided,
may result in death or serious injury.

CAUTION indicates a potentially hazardous situation which, if not avoided,
may result in minor or moderate injury.

NOTICE explains practices not related to physical injury. No safety alert
symbol appears with this signal word.
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Vital Precautions

DANGER !

High voltage! Risk of blindness, electric shock and fire.

Read and understand all safety information and operation instructions before you
operate or install the product or the system.

Not observing the safety information or general rules of safety may cause injury,
blindness, burn hazards, electric shock, falls and death to yourself and others or damage

to equipment.

Use solely and exclusively as described in the instructions.

Using the product in any other ways than specified in this manual is not permitted and
can damage the product and lead to associated risks such as short  -circuit, fire, electric
shock, etc.

Use of controls or adjustments or performance of procedures other than those specified
herein may result in hazardous radiation exposure.

Always electrically earth the fixture. Only use TN or TT one phase power supplies and a
power plug according to IEC 60309 -1 or a similar national standard.

Always use a power cord connected to a socket -outlet with earthing connection
Always check that the local AC power matches the voltage and frequency range printed

on the type of label of the product before use.

Never use the cables for transportation. Never hang the product from its cables.

In case of visible or suspected damage to cables or housings, the product must not be
operated any longer.

The product is not to be operated with the transparent globe not in place or if the
transparent globe is in any way damaged.

The laser is never to be operated if the unit is defective or if the cover, or the Acrylic shape

or seal is damaged.

Do not bypass or remove any safety feature of the product.

Any procedure or work on the product which is not described in this manual is not
covered by product warranties.

Refer servicing to qualified service personal.

Any person in charge of servicing this product shal  [Ifirst receive service training by Minuit
Une and/or by an official training center recognized by Minuit Une.

Any person in charge of servicing this product shal | have read and understood all safety
information and procedure sin this user manual, and in the IVL Dice se¥ice manual .
To obtain information about service training, service manual or about the closest training
service center in your area, please contact Minuit Une.
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General Safety Information

WARNING

Humidity, Condensation and Moisture.

To reduce the risk of fire or electric shock, do not expose this apparatus to rain or
moisture. Do not use the product for 2h when it was exposed to big temperature

differences as condensed moisture may damage the product electrically when switched
on.

Never expose the product to dripping water or water splashes.

Never place an object filled with liquid (e.g. a vase or a bottle filled with liquid) on the

product.

Do not bend the power cable directly after the connector. Water could immerse and

cause short circuits and damage the connector.

Never use oil base smoke machine. Oil can cause shirt circuit on electronic part of the
product.

WARNING

Risk of electric shock and fire.

Socket outlets or external power switches used to supply the product with power must
be located near the product and easily accessible to be able to isolate the product from
power immediately.

The power cable must be equipped with a Neutral Powercon TRUE1 NAC3FX -W-TOP

cable connector. You can install a suitable power plug on the power cord. Always use a
power plug according to IEC 60309 -1 or a similar national standard.

Disconnect the product from AC power before moving it or cleaning it.

To link several products to one power chain, please observe:

9 This fixture has a maximal power consumption of 200W (for one unit)

1 Always use an AWG 14 power input cable and AWG 14 power throughput cables.
1 Never link more than 10 products to a power chain when using these cables.
Ensure that the airflow around the product is free and unobstructed.

Provide a minimum clearance of 0,3 m (1 in.) around fans and air vents.

No flame source, like a candlelight, should be placed on or nearby the product.

This product is intended to be used in temperate climate.

Do not operate the product if the ambient temperature is above 40° C (104° F) or below
0° C (32° F).
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WARNING

Risk of injury and damage through falls.

Always install the product as described in this manual.

Always follow the safety information when suspending the product. Always use a
secondary attachment as described in this manual to prevent falls if the primary
attachment fails.

Block access area during installation of the product due to risk of injury through fall.
Always work from a stable platform.

CAUTION

Class 3R laser product according to IEC 60825 -1:2014

Avoid direct eye exposure.

Avoid direct camera exposure

Do not look at laser devices with magnifiers, telescopes,  binoculars, or similar optical
instruments that may concentrate the light output.

Pl easeMreferVdt oMANSI VZ M Standard\Jdfor\V
use. This publication is available from Laser Institute of America

Extended source considered for laser Classification.

Note that the national and local recommendations, regulations, standards and

codes of practice in laser show are different from a country to another.

Pl easeMcontactMyour Mpr ovi der \ibypuihde anyinqtiriesl n e

Intended use

NOTICE

This product is intended for indoor use  only.

This product is intended to produce lighting effects in a dry e nvironment at an ambient
temperature below 40° C (104° F) and above 0° C (32° F).

This product is intended to be use in haze environment for maximizing effect. The use

of haze machine with neutral fluid like MDG ATMe is recommended to maximize lifetime

of the product. On the contrary the use of oil -based smoke machine is to avoid and wi I
cause damage to the product on long term.  Warranty will be void if excess oil is found
in the product due to insufficient cleaning

Avoid direct camera exposure
This product fulfills national and international legal requirements.
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Important Laser Information

Procedures that could allow access to Class 4 levels of radiation include the following:

All the procedure which can be done by opening the product

REPL:REPLACING DICE-BOTTOM-HOUSING -AND-INSERTS (MT1-002461)
REF2:REPLACING MOTHER-PCB-ASSEMBLY(MT1-000139)

REP3:REPLACING DICE-POWER-SUPPLY-ASSEMBLY (MT1-002789)

RER4:REPLACING DICE-TRANSPARENT-COVERMT1-001645)

REP5:REPLACING MASK-MIRROR-AND -FROSTFASSEMBLY( MT1-002639)
REP6:REPLACING DICEINTERNAL -TOP-COVER ( MT1-002325)

REP7:REPLACING LATERAEBELT-ACTUATOR-ASSEMBLY ( MT1-000935)
REP8:REPLACING ADRESSING LATERAIBELT-ACTUATOR-ASSEMBLY ( MT1-000935)
REP9:REPLACING DICECENTRAL-TOWER-ASSEMBLY ( MT1-002787)

REP 11: REPLACING H22-HARNESSFAN(MT1-001921)

CAL1:SET UP PLATE CALIBRATION

CLE1: DICE-TRANSPARENT-COVER(MT1-001645)

CLE2: LATERAL-BELT-ACTUATOR-ASSEMBLY (MT1-000935) MASK-MIRROR-AND -FROST
ASSEMBLY

(MT1-002639)

CLE3: DICE-CENTRAL-TOWER-ASSEMBLY (MT1-002787)

CLE4: FIBER-LASERCOLLIMATOR (MT1 -002474)

CLES: Ventilation system FILTER -COVER( MT1-002406), FILTER(MT1-002405), FAN( MT1 -
001921) and HEATSINK -BBQ-HYBRID( MT1 -002546)

To avoid increase accessible emission level of radiation during the procedure listed above, you
should always turn off and disconnect the product from power before removing the plexiglas
COVERor opening the product. This will be regularly recall in this manual with the following
label:

a N

DANGER
ALWAYS TURN OFF AND DISCONNECT THE PRODUCT l I
BEFORE OPENING THE PRODUCT OR PERFORMING THIS
DESCRIBED SERVICE PROCEDURE. DANGEROUS CLASS 4 ‘
LASER RADIATION POTENTIALLY ACCESSIBLE IF THESE
INSTRUCTIONS ARE NOT FOLLOWED WHICH COULD
RESULT IN SEVERE EYE OR SKIN INJURY. L

o /
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1: Serial number label

Batch:

Sérial Number :

4023

2: MAIN MANUFACTURER LABEL

300011-002565

VL dice :

by MINUIT
UNE

LASER APERTURE
ON TOP

OUVERTURE LASER
AU DESSUS

LASER LIGHT AVOID DIRECT EYE EXPOSURE
CLASS 3R LASER PRODUCT

RAYONMEMENT LASER

E)(FOSITIOAI"I_!‘ DIRECTE DANGEREUSE POUR LES YEUX

PAREIL A LASER DE CLASSE 3R
450nm. 520nm, 638nm 330Hz, =38 pl
EN/IEC 60825-1 ed. 3 2014

THI:: PRODUCT COMPLIES '.”ITH FDA F‘EPF(}RMAHI E

INPUT : 100-240 V~ J 50/60Hz [ 2 000 W max
QOUTPUT : 100-240 V~ [ 1 800 W max
FUSE : T6.3AH250V

1 UNIT - 200 W max A A

WARNING: SHC HAZARD - D
AVERTISSEMENT: RISQUE DE CHC

DANGER CLASS 4 LASER LIGHT WHEN OPENING THE FIXTURE FOR. SERVICE. AVOID EYE OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION.

IVLa dice Service Manual -AC
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Before using the product

1. Readthe | mportant VM Saf et\ydinl\nf befperoing anything with the
product.

2. Unless explicitly stated by Minuit Une, do not dismantle the modules , as this will
invalidate the warranty.

3. Damages resulting from improper handling of the product , insufficient cleaning , or
from transportation arranged by the customer , are not covered by the warranty of the
product .

4. Unpack and ensure that there is no transportation damage before using the product.
Do not attempt to operate a damaged product.

5. Check that no part shipped with the product is missing. The product is shipped with:
1 A Neutrik Powercon TRUE1 connector NAC3FXW-top
1 A page with a QR code to download the user manual.

6. Install the neutrik powercon TRUE1 connector on an AWG 14 power cable with a power
plug according to your local electrical regulation.

7. Ensure that the voltage and frequency of the power supply match the power
requirements of the product.

Note that whenever AC power is applied to the product, it will reset all effects and functions
to their home positions. A reset usually takes approximately 10 seconds .
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Dimensions

I\VVLdiceand Base Dimensions

All dimensions are given in millimeters.
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Overview
Front View

TRANSPARENT COVER

STATIC FROST

360° SCANMNING SYSTEIM

TILT IMODUE

ID N® OF TILT MODULE

MICRO-SD-CARD-CONNECTOR:

DMX CONNECTORS.

POV/ER CON NEC‘.TORS/

ADJUSTING HANDLES (x2)

COOLING SYSTEM

ADJUSTABLE YOKE

BACK COVER SCREW [x4)
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Side View

ri
ri

S|

| 7

N

I Fi

DISF'LAY/

IMENU BUTTORNS
SAFETY AND DiX INDICATORS
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Spare Part list:

PART NUMBER DESCRIPTION

MT1-001(67
MT1-001037
MT1-001699

MT1-002789

MT1-000139

MT1-000614
MT1-002508

MT1-000656

MT1-002461

MT1-002405

MT1-002406

MT1-002325

MT1-002765

MT1-002423
MT1-001659

MT1-002354

MT1-002425

MT1-002422

MAINHOUSINGATERASEAL
CONNECTGHEAL
SCREWI4-8-TORX

DICEPOWERSUPPL-ASSEMBLY
MOTHEHRPCBASSEMBLY

CENTRALOWERSEAL
SCREWI6-40-TORX

SCREWI3-20-TORX

DICEBOTTOMHOUSINANDINSERTS

FILTER

FILTERZOVER

DICHEHNTERNALORCOVER

FRICTIOIRLATEANDHOOPFIXTURE
SUPPORASSEMBLY

YOKESPACER
DICEMAIN-HOUSINANDINSERTS

DICEYOKE

KNOBM8-THREADEBOLE

SQUARBECKBOLTMS8-16

IVLa dice Service Manual -AC

SECTION
REP 7:

REP 7:
REP 7:

REP 3:

REP2,8,9:
SOF 12:

REPO:
REP2:

REFRS:

REP
1,2,3,4,5,6,
7,8,11,
CLE 5:
REP 1:
CLES

REP 1:
CLE S

REPRS,7,9:
REPLO:

REPLO:

REP,6,8,9:

REPL:
REPLO:

REPLO:

REPLO:
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MT1-003031

MT1-003032
MT1-002288
MT1-003029
MT1-002543

MT1-002639

MT1-001921

MT1-002404

MT1-000935

MT1-002638

MT1-002691
MT1-002692

MT1-002695

MT1-001645

MT1-002314

MT1-003041

SCREWI8-16-TORXROUNDED
CONTAGCWASHEMS8-L
SCREWI6-20-TORX
SCREWI6-35-TORX
SCREWI6-30-TORX

MASKMIRRORANDFROSASSEMBLY

H2-2-HARNESBAN

FINGEfRGUARD

LATERABELJACTUATORSSEMBLY

MIRRORMASKFROST

HARNESBITOWER
HARNESBILASER

HARNESBITILT

DICETRANSPARECDVER

DICEGLOBESEAL

SCREWI4-8-FLATHEABTORX

IVLa dice Service Manual -AC

S

T

REP
4,5,6,7,8,9
CAL 1,2:
TEST 1:
CLE 2:
REP 1:
CLE 5
REP 1:
CLE 5

REM,7,8:
CAL 1,2,3:
TEST 2,3
CLE 2:

CAL 1:
CAL 2:

RERB,9 :

REP2:

REP 7:
RER2:
RER,10:
CAL1,2,3:
TEST
1,2,3,4:
CLE 1,2:

REP 4:

REP 4:
CAL 1:
CLE 1:
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MT1-002787

MT1-001361

MT1-001173

MT1-001600

MT1-002408
MT1-000534

MT1-001094

MT1-002696

MT1-001090

MT1-002360

DICECENTRALOWERASSEMBLY

CENTRACONNECTGRASK

SCREWI3-35-HEX

CENTRALORPTOWERSCREWIASK

M4-40-FLATHEABTORX
SIMPLIFIEBCREWWASK

SCREWI4-16-TORX

QUARTERURNIORXI30SCREVS

QUARTERURNSEALERECEPTACLE

DICEHOUSINGEAL

IVLa dice Service Manual -AC
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Tools equipment,and accessories

Here are the different tools , equipment, and accessories necessary to service the IVL dice.
All these tools and accessories are not provided by Minuit Une .

Tool/Equipment/ Image Section
accessory

Removable bit / Torx REP 8:

screwdriver T10 (D ‘

Removable bit / Torx REP 6:

screwdriver T15 CD

Removable bit / Torx REM,7,9,11:

screwdriver T20

Removable bit / Torx REP P, 3,5, :

screwdriver T30 @

Removable bit / Torx REPLO :

screwdriver T40 @

Micro SD card Q SOF 1,2:

Removable bit / Flat head __— REP 6:

screwdriver 2.5mm

Alen wrench 6mm CAL 1:

TrueConl cable CAL 1,23 :
TEST 1,2,3,4:
SOF 1, 2:

Microfiber cloth REH :
CLE1,245:

IVLa dice Service Manual -AC
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Neutral pH glass cleaner REM :
(alcohol and ammonia - CLE1,2:
free).
Cotton swab CLE 2,3,45:
Isopropyl alcohol CLE 2,3,4:
Isopropylic
alcohol
Dish soap CLE 5:
éﬁ\
,;{-\-\
All-purpose cleaner CLE 5:

IVLa dice Service Manual -AC
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Fixture menu andconnectors.

Menu buttons
A rotative knob allows you to navigate in the menu and selects by clicking.

Display
The LCD Display shows fixture and menu information.

Indicator LEDs

-r:f,//‘-
safety indicator (red, left from display) Lights up when the scanning speed reach
330Hz.
DMX interlock indicator (green, right from Lights up green when a valid DMX signal
display) is detected at the DMX input.

DMX connectors
The product is equipped with 5 -pin XLR sockets DMX input and output (thr ough to next
fixture ).

The pin-out of the XLR connectors is:

pin 1 = shield
pin 2 =cold (-)
pin 3 = hot (+).

Pins 4 and 5 in the 5 -pin XLR connectors are not used in the fixture but are available for
possible additional data signals as required by the DMX512  -A standard. Standard pin -out is
pin 4 = data 2 cold ( -) and pin 5 = data 2 hot (+).

Power Connectors
The product is equipped with two Neutrik Powercon TRUE1 connectors for power in power -
in. and power -through. Use only Neutrik Powercon TRUE1 NAC3FX-W-TOP cable connectors
to connect to power input sockets. Use only Neutrik Powercon TRUEL1 NAC3MX -W-TOP cable
connectors to connect to power throughout sockets.

Adjustable mounting yoke
The product is shipped with an adjustable mounting yoke to which rigging clamps can be
attached.
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Tools/Equipment:

TrueConl cable

Screen :
IVL dice Menu A\ caution:
‘ Class 3R laser procedure. Avoid direct eye exposure.
Description
Standby screen
On this standby screen it can be I¥L DICE
observed : DMX 2
Screen 1 f TheVDMXVmodeVd mode) Address: 1
f TheVUDMXMaddr ess\V ad Laser: 25.2°C
fr TheVl aserMtemper at (
25°).
Main menu
Screen 2 | Pressthe knob to reach the main About...
menu . Flip screen
Reset
>Return
DMX mode
Two modes are avallaple(dmx protocol IVL DICE
chapter at the end of this manual for
s g | more detailed information): DMX mode:
creen ¥ DMX 1. which has 1 color and dimmer DMX 1
by tilt mirror . DMX 2
¥ DMX 2. which has 2 color and dimmer
by tilt mirror.
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DMX address
To update DMX address of the product:
Screen 4
Select digit by turning the knob and
click on it to pass to the next digit.
. \ Calibration
Service menu Autorun
Clicking on maintenance in the main : DMX viewer
Screen 5 . \ ] Temperatures
menu will open the A\ Life time
maintenance /service menu: N\ Return
Calibration P!i':ite slet up
Screen 6 | In calibration procedure s to re -calibrate A Iw“otb;:%éﬂ.
the product will appear : Return
Demol
1/° Test General
Autorun ' AR Test Laser
. ' ' | Test Tilt
Screen 7 | Pre-set effect/function to test the A Test Tower
product can be finded: Return
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DMX viewer , , _ \ e T
All the real -time dmx data received by (o ' 2: 000
Screen 8 the product is displayed: ':N " 3; ggg
' \ N\ ) S: 000
/ 6: 000
Temperature
In temperatures menu the temperature
if the laser and the mother board can be \
tracked . I , y I\ Iégsfgc 5
. . . | ' 25.5°C
Screen9 |On the left in white the , live -. UN n Mother board:
temperature. \ )\ o/ 12,1°C 19,3°¢C
On the right in yellow , the maximal AN\
reccorded temparture for this module
Lifetime
The life time of the different modules
Istracked in hours of use. C .motor is
reccording the lifetime of the scanning
system (reccorded on the mother 11/ . C.motor:
Screen 10| board) . I‘ N - Laser:
Laser, red, green and blue is reccording . —~ /)] gfgén.
the life time of each RGB diode of the 4 Blue: '
laser module .
About
The following information is displayed
¥Software version.
fMaximal laser temperature recorded : \ IVL DIC
Screen 1 | FHfetime of the product I 11 {fo N *& Software V1.1
Tmax: 25.3°C
Clicking once again to display the \ \xm Z / Time:
modul e sVUsoftware\Vv g — W !
Flip screen
To revert the displaying of the screen menu.
Screen 2 | Reset menu
To do a manual reset of the product.
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MAINTENANCE

This product does not require any regular scheduled maintenance to keep the product in compliance.

TROUBLESHOOTING

In this section we will go over the potential issues you could observe on an operational product.

NeverVattempt\VtoMrepairVMthisVMproduct\VMi fYyouMdon t\Vseel\
us for assistance.

Never attempt to repair the product by yourself if the solution says a laser operation is needed and
contact us for assistance.

I fyYyouMdon tMsucceedVMtoMrepairMtheMproductMdMfoll owing\
concerning the different procedure, contact us for assistance.

To continuously improve our customer service and our product, if you manage to repair the product
following this troubleshooting, we also invite you to communicate us the reference of the issue you have

encountered.

®  Minuit une Service
service@minuitune.com
U N E https://minuitune.com

When contacting our customer service, please fill the Service Return Form which is available in annex
of this service manual or in the download section of the Minuit Une website and attach photo and/or

video to explain the problem.
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PRODUCT IS NOT EMITING LIGHT OUTPUT

IS THE POWER
CABLE WELL —NO+ PLUG IT — PLUG IT
PLUGGED? NO YES e
|
YES
+ IS THE 16V POWER HARNESS GOING
FROM THE POWER SUPPLY (MT1-
IS THE SCREEN AND | _No®  002789) TO TO THE MOTHER BOARD |~ % T'i;“gg:;:g’;g':? -—
MENU WORKING? (MT1-000139) ) PLUGGED (SEE ' NO
SECTION REP3.1)?
YES NO=> | PLUG IT/SENDIT

! [

IS THE GREEN DMX

LED LIGHTING? (SEE

‘Indicator LEDs' page
21)

IS THE DMX CABLE
=NO< PLUGGED, AND ARE
YOU SENDING DMX ?

REPLACE THE MOTHER
BOARD MODULE (MT1-
000139) (SECTION REP 2)

REPLACE MOTHER
BOARD MT1-000139
(SEE SECTION REP2)

REPLACE THE POWER
SUPPLY MODULE (MT1-
002789)(SECTION REP3)

! CONTACT
YES YES=* | MiNuIT UNE
IS THE TOWER
SCANNING MOTOR | _ L IS "HARNESS-DI-TOWER' (SEE SECTION REP2.2) ON
TURNING? (MT1- N e OMX vieweR | — 765~ THEMOTHER BOARD MT1-000139 ANDONTHE | —NO=———+  PLUGIT
- ?
002787) \SEE SCREEN 8) TOWER MT1-002787 WELL PLUGGED?
l YOU ARE NOT SENDING THE RIGHT DMX DATA,
/s <65 =—————b | CHECK YOUR ADRESS, PARAMETER AND SHOW FILE
IS HARNESS “DI-TOWER" (SEE SECTION
IS THE LASER SAFETY REP2.2) ON THE MOTHER BOARD (MT1-
—_—— —
REDLED LIGHTING? | _NO | LAUNCHTEST TOWER 0 000139) AND ON THE TOWER (MT1-002787) NO=+| PLUGIT
AND CHECK RPM VALUE
(SEE (St SECTION TEST WELL PLUGGED?
TEST 4: Test Tower,4.3)
44.2)
L
>19000 L CONTACT
l ‘1‘?@0_' REPLACE THE TOWER (MT1- YES==%  \INUIT UNE
002787) (SECTION REP9)
YES REPLACE MOTHER BOARD MT1-
000139 (SEE SECTION REP2)
+ NO——— PLUG THEM
IS IS THE "HARNESS-DI-LASER _f—

—=YES==$ WELL PLUGGED ON THE MOTHER
BOARD (SECTION REP2.2) AND THE
LASER POWER CONNECTOR
(SECTION REP3.1) ?

ARE YOU SURE DMX ADRESS IS OK AND
YOU ARE SENDING THE GOOD PARAMETER
TO LIGHT THE PRODUCT?

NO

l

CHECK YOUR DMX ADRESS,
PARAMETER AND SHOW FILE
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MINUIT
UNE

PRODUCT IS EMITTING UNUSUAL/ABNORMAL LIGHT

ARE GOBOS OR LAUNCH A TEST TOWER ARE YOU SURE DMX ADRESS
LASER INSTABLE, OR _\'ES_’ (SECTION TES4) IN THE ——1284 IS OK AND YOU ARE SENDING —NO= CF;E;':;ELT,SRD::(DAS?SS:'S
FLASHING SCREEN MENU AND CHECK N THE GOOD PARAMETER TO FILE
TOP VALUE LIGHT THE PRODUCT?
I
082128 | ‘ VES v
ki =0
NO ] COTACT MINUIT UNE
REPLACE THE TOWER MT1-
002787 (SECTION REP9)
IS ‘'HARNESS-DI-TOWER' (MT1-002691)ON THE NO
MOTHER BOARD MT1-000139% (SECTION
—>  PLUG THEM
1S GOBO REP2.2) WELL PLUGGED ?
ORIGIN/MIRROR DO AGOBO
DIMMER SHIFTED 1’ CALIBRATION L
| (SECTION CAL3) YES | CONTACT MINUIT UNE
NO
ARE YOU SURE DMX ADRESS IS 0K CHECK YOUR DMX ADRESS
IS RGB COLORIMETRY .
OK? —NO=—+ AND YOU ARE SENDING THE GOOD NO N PARAMETER AND SHOW FILE
PARAMETER TO LIGHT THE PRODUCT?
YES YES———» | CONTACT MINUIT UNE
IS LASER TEMPERATURE
YES ARE YOU SURE DMX ADRESS IS CHECK YOUR DMX ADRESS,
IS POWER LOOKING ON THE SCREEN YES —b OK AND YOU ARE SENDING THE —NO=> PARAMETER AND SHOW
WEAK? BETWEEN 27 AND 33° GOOD PARAMETER TO LIGHT FILE
(SECTION SCREEN1) THE PRODUCT?
NO | |
4 Nf YES
CONTACT MINUIT l
UNE WITH MORE WAIT FOR PRODUCT TO CLEAN TE PRODUCT (SECTION
INFORMATION HEAT UP/COOLING DOWN

IVLa dice Service Manual -AC
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TILT ROBLEM

ARE INTERNAL TILT

ARE ALL TILT (MT1- HARNESS (MT1-H11- CONTACT MINUIT
000935) MOOVING (ZERO TILT PROPERLY UNE
PROCEDURE) WHEN TURN PLUGGED?
ON THE PRODUCT? L
NO >
PLUG THEM
JYES
ARE THEY DOING THEIR A';E:Sii%iéso YES REPLACE TILT
RESET MOVING AND YES_’ . e—r» MODULE MT1-000935
THEN STOP MOOVING CLEAN ? (SECTION REP?)
(SECTION CLE2.3)
| L .
NO NO b CLEAN THEM
+
ARE THEY GOING IN BAD DO A TILT CALIBRATION ON
POSITION AFTERDOING | =—=YES=»  THE MENU. IS IT OK NOW? = ——NO—b REoF,oL;\éEsT(Is,LEg%DNU;E;g]-
THERE RESET? (SECTION CAL 2)
|
NO
\ 4
DO A TEST TILT OF THE TILT N° —VES—p AREYOU SURE DMX ADRESS CHECK YOUR DMX
WHICH IS NOT WORKING PROPERLY , IS OK AND YOU ARE SENDING | ===NO==—»  ADRESS PARAMETER
IS IT WORKING WELL? THE GOOD PARAMETER AND SHOW FILE
(SECTION TEST 3)
NO
YOU NEED TO RE-ADRESS YES
REPLACE TILT MODULE MT1-
l N—p
__vEs™ THE WRONEETF!g (SECTION 000935 (SECTION REP7)
DO A TEST TILT ALL. IS
IT WORKING WELL?
(SECTION TEST 3)
L \O . REPLACE TILT MODULE MT1-
" 000935 (SECTION REP7)
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SERVICE OPERATION
REPLACINGPARE PART®ERATION

Unless explicitly stated by Minuit Une, do not dismantle the modules

, as this will

invalidate the warranty.
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MINUIT
UNE

Tools/Equipment : TORX T30 SCREWDRIVER
REP 1REPLACING veen
D I C BOTTO M—I O U S I N G\N D_ ALWAYS TURN OFF AND DISCONNECT THE PRODUCT
BEFORE OPENING THE PRODUCT OR PERFORMING THIS
I N S E RTS DESCRIBED SERVICE PROCEDURE. DANGEROUS CLASS 4
LASER RADIATION POTENTIALLY ACCESSIBLE IF THESE
(MT1'00246]) INSTRUCTIONS ARE NOT FOLLOWED WHICH COULD

RESULT IN SEVERE EYE OR SKIN INJURY.

Instructions Diagram

= @ fE (€ X
X4 g

Unscrew the 4 QUARTERTURN-
TORXT30-SCREW3 (MT1-002696)
like shown on the photo by a
quarter turn.
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Lift the back pane | DICE-
BOTTOM-HOUSING -AND-INSERTS

(MT1-002461) and remove it.

Rotate the DICEYOKE (MT1-002354)
(A) to remove the MT1-002461 if

1.2
necessary.

When putting it back in place,
make sure the cables are well
positioned and not get stuck
under the cover.

Tools/Equipment TORX T30 screwdriver
REP 2REPLACING
| DANGER ]
MOTH EFPCBASSEM BLY ALWAYS TURN OFF AND DISCONNECT THE PRODUCT l I
BEFORE OPENING THE PRODUCT OR PERFORMING THIS ‘
- DESCRIBED SERVICE PROCEDURE. DANGEROQUS CLASS 4
(MTl 000 139 LASER RADIATION POTENTIALLY ACCESSIBLE IF THESE \
INSTRUCTIONS ARE NOT FOLLOWED WHICH COULD
| RESULT IN SEVERE EYE OR SKIN INJURY. L ).
Instructions Diagram

<1> Remove the DICE-BOTTOM-HOUSING-AND-
INSERTS( MT1002461) (REP 1).

2.1 <2>Then, unscrew the 2 SCREWM6-40-TORX
(MT1-002508) using a TORX T30 screwdriver.
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2.2

<1> Gently unplug all the connectors from
the MOTHER-PCB-ASSEMBLY(MT1-000139)

<2> When plugging them back, be careful
with their direction and coded  pin following
the opposite diagram.

<1>

Back view

POWER 15V

MT1-002693
HARNESS-DI-POWER

] 35:

NO
HARNESS
HERE

Tinll

MT1-002695 MT1-002691 MT1-002692  MT1-002695

HARNESS
-DI-TILT

HARNESS-
DI-TOWER

HARNESS- HARNESS
DI-LASER -DI-TILT

2.3

<1> When fixing the MT1 -000139 back in its
place, make sure that it is resting on its
fixation point and centering pin (A) and
that no cables are squeezed underneath.

Tight the screws with a torque of 2 Nm.

After finishing the assembly , a full Sw

update (See sectionSOF 1:, SOF 2) and: E-gobo
calibration (See section CAL3) must be

performed.
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REP 3REPLACING
DICEPOWERSUPPLYASSEMBLY
(MT1-0027)

Tools/Equipment

TORX T30 screwdriver

DANGER
ALWAYSE TURN OFF AND DISCONNECT THE PRODUCT
BEFORE OPENING THE PRODULT OR PERFORMING THIS
DESCRIBED SERVICE PROCEDURE. DANGEROUS CLASS 4
LASER RADIATION POTENTIALLY ACCESSIBLE IF THESE
INSTRUCTIONS ARE NOT FOLLOWED WHICH COULD
RESULT IN SEVERE EYE OR SKIN INJURY.

N\
Q

-

Instructions

Diagram

<1> Remove the DICE-BOTTOM-HOUSING-
AND-INSERTS( MT1002461) (REP 1).

3.1 <2> Gently unplug the 2 connectors
from the DICE-POWER-SUPPLY-ASSEMBLY
(MT1-002789). Be careful with their
direction.

<1> Unscrew the SCREWM6-20-TORX (MT1-
002288) like shown in the diagram.

<2> Unscrew the 2 SCREWM6-35-TORX

39 (MT1-003029) like shown in the diagram.
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<3> When fixing the MT1-002789 back in
its place, make sure that it is resting on
its fixation points and centering pins
(A&B) and that the 2 connectors are

plugged.

Tight the screws with a torque of 2 Nm.

MT1-002789
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REP 4: REPLACING
DICETRANSPAREMIOVER
(MT1-001645)

- TORX 120 screwdriver

Tools/Equipment - A microfiber cloth

- A non-alcoholic glass cleaner

DANGER
ALWAYS TURN OFF AND DISCONNECT THE PRODUCT
BEFORE OPENING THE PRODUCT OR PERFORMING THIS
DESCRIBED SERVICE PROCEDURE. DANGEROUS CLASS 4
LASER RADIATION POTENTIALLY ACCESSIBLE IF THESE
INSTRUCTIONS ARE NOT FOLLOWED WHICH COULD
RESULT IN SEVERE EYE OR 5KIN INJURY.

.,

Instructions

Diagram

DICE-BOTTOM-
MT21002461)

<1> Remove the
HOUSING-AND-INSERTS(
(REP 1).

4.1

<2> Unscrew the 4 SCREWM4-8-FLAT
HEAD-TORX (MT1:003041) .

<1> Gently lift the DICE
TRANSPARENT-COVERMT1-001645)
and put it aside on a soft surface.

Before putting the transparent
cover back in its position, make
sure the tilt mirrors  MT1-000935
and the transparent cover are
clean, with no fingerprints or dust
on them. Clean with microfiber
cloth and a non -alcoholic glass
cleaner if needed.

4.2
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Position back the MT1-001645 with
its DICE-GLOBESEAL(MT002314) (A)
onto the assembly.

a. Make sure to align the
joints of the  MT1-002639
and the MT-002314 (A).

4.3
b. Pay attention to the
assembly direction; the
drilled holes are
positioned facing
upwards.
<1> Screw the 4 SCREWMA4-8-FLAT
HEAD-TORXK (MT1003041) back.
Tight the screws with a torque of 0,6 Nm. Pay
attention this piece is sensitive to strong
4.4 torque.

<2> While screwing, lightly lift the
SEAL (MT-002314) surrounding the
MT1-001645 with your finger to
place it over the screw head.
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REPS: REPLACING

MASKMIRRORANDFROST
ASSEMBLYMT1-002639)

Tools/Equipment

TORX 130 screwdriver

DANGER
ALWAYS TURN OFF AND DISCONNECT THE PRODUCT
BEFORE OPENING THE PRODUCT OR PERFORMING THIS
DESCRIBED SERVICE PROCEDURE. DANGEROUS CLASS 4
LASER RADIATION POTENTIALLY ACCESSIBLE IF THESE
INSTRUCTIONS ARE NOT FOLLOWED WHICH COULD
RESULT IN SEVERE EYE OR SKIN INJURY.

Instructions

Diagram

5.1

<1> First, remove the DICE-
BOTTOM-HOUSING-AND-
INSERTS( MT1002461) (REP 1).

<2> On the back surface,
unscrew in the 4 quarter -
turn  MT1-002696  SCrews
embedded in the housing
MT1-001659, where 'MASK-
MIRROR' (A) is engraved.
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5.2

Lift the MASK-MIRROR-AND-
FROSTFASSEMBLY (  MT1-

002639).

Put attention to the  DICE-
HOUSING-SEAL MT1-
002360) (A) that surrounds
the MT1-002639.

To put the MT1-002639 back,
pay attention to the
fixation points and
centering pins (A&B)
indicating the assembly
direction.
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5.4

Carefully assemble the
MT1-002639 firmly .

When putting back the
MT1-002639 be careful not
to crush the DICE-
HOUSING-SEAL (MT%002360)
(A) and ensure that the 4
quarter -turn MT1-002696
screws are properly
tightened against the piece
MT1-002639 .

Caution when screwing the
MT1-002639 back; it may
give the impression of being

held by the quarter-turn

MT1-002696 screws . If the

MT1-002639 is not secured
by the screws, it can cause a
flatness issue.

2

C—

&1
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REF®G:

REPLACING
DICEHNTERNATORCOVER
(MT1-002325

-TORX T15 screwdriver

Tools/Equipment -2.5 mm Flat head

DANGER
ALWAYS TURN OFF AND DISCONNECT THE PRODULCT
BEFORE OPENING THE PRODUCT OR PERFORMING THIS
DESCRIBED SERVICE PROCEDURE. DANGEROUS CLASS 4
LASER RADIATION POTENTIALLY ACCESSIBLE IF THESE
INSTRUCTIONS ARE NOT FOLLOWED WHICH COULD
RESULT IN SEVERE EYE OR SKIN INJURY.

screwdriver
LI
I\
(&

Instructions Diagram
X4
<1> Remove the DICE-BOTTOM-
HOUSING-AND-INSERTS( MT2
002461) (REP 1).
<2> Remove the MASK-MIRROR-
AND-FROSTASSEMBLY(MT1-
002639) (REP 5).
61 <3>
<3> With the help of a flat head
screwdriver unclip the 4 SCREW
MASK (MT1-001600) on the MT1-
002325.
<3>
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